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SERIES 4280 INTERCHANGEABILITY CHART 

 

SERIES 4280 
MOTOR MOUNTED PUMPS TECHNICAL DATA  inches PUMP 

SIZE 
  56  143- 

145 
182- 
184 

213- 
215 

254- 
256 

284- 
286 

324- 
326 Seal Size Impeller Bore 

3x3x5 C JM JM     1.250 0.875 
1.5x1x6 C JM JM JM    1.250 0.875 
3x1.5x6 C JM JM JM    1.250 0.875 
3x2x6 C JM JM JM    1.250 0.875 

3x2.5x6 C JM JM JM    1.250 0.875 
C JM JM JM    1.250 0.875 4x3x6 

    JM   1.625 1.250 
6x6x6  JM JM JM    1.250 0.875 

C JM JM     1.250 0.875 1.5x1x8 
   JP JM   1.625 1.250 

C JM JM     1.250 0.875 3x1.5x8 
   JP JM JM JM 1.625 1.250 

C JM JM     1.250 0.875 3x2x8 
   JP JM JM JM 1.625 1.250 

C JM JM     1.250 0.875 3x2.5x8 
   JP JM JM JM 1.625 1.250 

C JM JM     1.250 0.875 4x3x8 
   JP JM JM JM 1.625 1.250 

  JM JM     1.250 0.875 5x4x8 
   JP JM JM JM 1.625 1.250 

 JM JM     1.250 0.875 6x4x8 
   JP JM JM JM 1.625 1.250 

  JM     1.250 0.875 8x8x8 
   JP JM   1.625 1.250 
 JM JM     1.250 0.875 2x1x10 
   JP JM JP JP 1.625 1.250 
 JM JM     1.250 0.875 3x1.5x10 
   JP JM JP JP 1.625 1.250 
 JM JM     1.250 0.875 3x2x10 

   JP JM JP JP 1.625 1.250 
 JM JM     1.250 0.875 3x2.5x10 
   JP JM JP JP 1.625 1.250 
 JM JM     1.250 0.875 4x3x10 
   JP JM   1.625 1.250 

 Armstrong stub shaft required for frame 56C motors 
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SERIES 4280 
MOTOR MOUNTED PUMPS TECHNICAL DATA  inches PUMP 

SIZE 
  56  143- 

145 
182- 
184 

213- 
215 

254- 
256 

284- 
286 

324- 
326 Seal Size Impeller Bore 

5x4x10    JP JM JP JP 1.625 1.250 

6x4x10    JP JM JP JP 1.625 1.250 

6x5x10    JP JM JP JP 1.625 1.250 

8x6x10     JM JP JP 1.625 1.250 

 JM JM     1.250 0.875 
4x3x11.5 

   JP JM JP  1.625 1.250 

5x4x11.5    JP JM JP  1.625 1.250 

6x5x11.5     JM JP JP 1.625 1.250 

8x6x11.5     JM JP JP 1.625 1.250 

3x1.5x13    JP JM JP JP 1.625 1.250 

3x2x13    JP JM JP JP 1.625 1.250 

4x3x13    JP JM JP JP 1.625 1.250 

4x3x13L    JP JM JP JP 1.625 1.250 
6x4x13     JM JP JP 1.625 1.250 

8x6x13     JM JP JP 1.625 1.250 
 Armstrong stub shaft required for frame 56C motors 
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