
Series F4010 Vertical In-Line Fire Pump SUBMITTAL 

JOB: 

ENGINEER: 
CONTRACTOR: 

REPRESENTATIVE: 

ORDER NO: 
SUBMITTED BY: 
APPROVED BY: 

DATE: 
DATE: 
DATE: 

Page 1 of 2 

FIREPAK ECONO FILE NO: F43.102b 
DATE: Feb. 28, 2008 
SUPERSEDES: F43.102b 
DATE: Sept. 23, 2004 

         LEGEND 
1. FIRE PUMP 
2. FIRE PUMP CONTROLLER 
3. CONCENTRIC INCREASER (OPT.) 
4. GAUGES 
5. CASING RELIEF VALVE 

 PUMP MODEL GPM A  B  C  E  F (1)  G BASE (MAX) H (1) K  L (MAX)  N (MIN)   STD  TRS(2) 125# 250# 

 2 x 1-1/2 LA-F  
50 

  2     1.5     2     9.1     17     50     80     28.1     28.1     12     13.8     24   75 
100 

 2 x 2 x 8 (3) 150 2 2 2 9.5 18 50 80 28.1 28.1 12 13.8 24 
 3 x 2 LA-F (4) 150 3 2 3 9.1 19 50 80 30 31.3 12 14.8 24 

 3 x 3 x 8 (3)  
200 3 3 3 10.8 22 60 80 32.1 32.1 12 14.9 26 
 250 26 
300 3 3 4 10.8 22 60 80 34.1 35.1 12 14.9 26 

 3 x 3 x 10 (3) 200 3 3 3 10.8 21 60 100 31.1 31.1 12 15.3 26 
 250 3 3 3 10 21 60 100 31.1 31.1 12 15.3 26 

4 x 3 LA-F  
200 4 3 3  9.5 22 60 80 32.1 32.1 12 15.6 25 250 
300 4 3 4 9.5 22 60 80 34.1 35.1 12 15.6 26 

 5 x 5 x 8 (3)  
400 

  5     5     6     12     25     60     80     39.6     40.4     12     15.8     29   450 
500 

DIMENSIONS (Inches) 

FIRE PUMP CONTROLLER (5)

+0”
-1”

2.00”
4.00”

Ø 1.00”
4 Holes

TAG/REF:   
FLOW HEAD MOTOR 

DATA 
HP RPM VOLT PH Hz ENCLOSURE 

        
PUMP DATA 

PLEASE INDICATE ORIENTATION 

SUCTION ON RIGHT 

SUCTION ON LEFT 

Dimensions continued on page 2 …... 

FIRE PUMP LISTING      FLANGE RATING 
 UL                                ANSI    125# STD 
 ULC             ANSI    250# STD 
 FM             PN 16 

 
TRANSFER SWITCH 

 REQUIRED 
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 6 x 4 LA-F  
400 

  6     4     6     10.4     26     70     100     40.1     40.9     12     16.8     28   450 
500 

 6 x 4 LB-F 750 6 4 6 11.8 26 70 100 40.1 40.9 12 16.8 29 
 6 x 5 LY-F 750 6 5 6 13.3 32 60 90 46.6 47.7 12 18.3 31 
 8 x 8 x 13 1000 8 8 6 14.9 42 80 110 57.1 58.1 15 21.5 32 

 8 x 8 x 15   
1000 8 8 6 19.8 48.8 80 110 63.9 64.9 15 22 32 
1250 8 8 8   19.8    48.8 80 110 60.9 60.9    15  22 38    1500 

8 x 8 x 16 
1000 8 8 6 19.8 48.8 80 110 63.9 64.9 15 22 32 
1250 8 8 8 19.8 48.8 80 110 60.9 60.9 15 22 38 1500 

The “N” dimension represents the minimum distance from the base bottom to the bottom of the panel. The overall height depends on the panel manufacturer. 
 
NOTE: 
(1) Dimension applies to systems using 125# or 250# ANSI flanges.  
(2) Transfer panels may extend beyond base. 
(3) Pumps ULC Listed only. 
(4) Pumps UL & ULC Listed only.   
(5) See controller manufacturer's drawings. Transfer switch is only supplied when specified. Primary resistors cannot be mounted. For clarity, not shown on plan view. 

Continued Dimensions from page 1... 

DO NOT USE FOR CONSTRUCTION UNLESS CERTIFIED 

 PUMP MODEL GPM 
DIMENSIONS (Inches) 

A  B  C  E  F (1)  G BASE (MAX) H (1) K  L (MAX)  N (MIN)   STD  TRS(2) 125# 250# 


