
1 hp
stainless steel
submersible
deep well 
pumps The Professional’s Line

•  Corrosion-Resistant Stainless 
Steel Motor Enclosure, Pump Shell, 
and Fasteners

•  Heavy-Duty Thermoplastic 
Impellers, Diffusers, Intake Screen 
and Check Valve

•  High Efficiency, Hermetically 
Sealed Motor is Thermally  
Protected to Prevent Overheating

•  1 - 1/4” NPT Discharge

•  Submersible Design Eliminates the    
Need for Priming and Creates Quiet   
Operation

• 9.0 GPM @ 100’ (50 PSI)

www.blueangelpumps.com
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Tb100S10-2
• Stainless Steel Enclosure
• 3-Wire (Must be used with a 
   Control Box, See Well  
   Accessory Section)
• 240 Volts
• 1-1/4” Discharge
• 80-275’ Well Depth
• Shipping Weight, 34 lbs
• 1 Year Warranty

32”

4”

MOTOR SPECIFICaTIONS
MOTOR rpm VOlTS amps Wire
Franklin 3450 230 9.8 3

PERFORMaNCE (GPM)
well depth

20’ 40’ 60’ 80’ 100’ 120’ 140’ 175’ 200’ 225’ 250’ 275’
40 psi 12.2 11.6 11.0 10.4 9.8 9.1 8.4 7.1 6.1 4.9 3.7 2.3

50 psi 11.5 10.9 10.3 9.7 9.0 8.3 7.6 6.2 5.0 3.8 2.4 0.8

60 psi 10.8 10.2 9.6 8.9 8.2 7.5 6.7 5.1 3.9 2.5 1.0 -


