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62 HD SERIES
PERFORMANCE DATA

5 - 20 BHP 
4" & 6" Flanged Discharge Units

3" Solids Passing  Capacity
Semi-Open Impeller
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MODEL 6223 (15.0 BHP)
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MODEL 6221 (7.5 BHP)
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MODEL 6224 (20.0 BHP)

9.50" DIA. IMPL.

3 FT.

25 GPM

MODEL 6220 - 6224
3" SOLIDS PASSING

_____" Impeller Trim Model  Horsepower  Diameter
6220 - 5.0 BHP - 6.88"
6221 - 7.5 BHP - 7.38"
6222 - 10.0 BHP - 7.75"
6223 - 15.0 BHP - 8.63"
6224 - 20.0 BHP - 9.50"

    Motor overloading can 
occur if an oversized impeller is used in an 
application without enough head. Always 
verify the actual TDH of an application 
before using a nonstandard impeller size. 
Single phase pumps are not sold with 
oversized impellers. 

®Product information presented 
here re fl ects con di tions at time 
of  publication. Consult fac-
tory re gard ing dis crep an cies or 
in con sis ten cies. MAIL TO:  P.O. BOX 16347 • Louisville, KY  40256-0347

SHIP TO:  3649 Cane Run Road  • Louisville, KY  40211-1961
(502) 778-2731 • 1 (800) 928-7867 • FAX (502) 774-3624

visit our web site:
www.zoeller.com
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62 HD SERIES
PERFORMANCE DATA

10 - 15 - 20 BHP 
4" Flanged Discharge

3" Solids Passing Capacity
High Head Semi-Open Impeller

Zoeller Engineered Products • 3649 Cane Run Road • Louisville, Kentucky  40211-1961 • (502) 778-2731
"SWPA Data Categories Presented -- Data on this sheet supply design information as the minimum recommended by the Sub mers ible 
Wastewater Pump Association (SWPA) and is defi ned in accordance with SWPA’s Standardized Defi nitions for Pump and Motor 
Char ac ter is tics. The accuracy of the data is the responsibility of Zoeller Engineered Products."
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MODEL 6223 (15.0 BHP)
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MODEL 6224 (20.0 BHP)

20 GPM

5 FT

MODEL 6222 - 6224 HIGH HEAD
3" SOLID PASSING

MODEL 6222 (10.0 BHP)

8.50"

10.25" DIA.  IMPELLER

_____" Impeller Trim

    Motor overloading can 
occur if an oversized impeller is used in an 
application without enough head. Always 
verify the actual TDH of an application 
before using a nonstandard impeller size. 
Single phase pumps are not sold with 
oversized impellers. 

Model  Horsepower  Diameter
6222 - 10.0 BHP - 8.50"
6223 - 15.0 BHP - 9.50"
6224 - 20.0 BHP - 10.25"


